
NOTI E 
DEVELOPMENT SERVICES DEPARTMENT 

CITY OF SAN DIEGO -1222 FIRST AVENUE, M.S. 501, SAN DIEGO, CALIFORNIA 92101 

DATE: July 21, 2011 

SUBJECT: 

Distribution ()ojpj~ IA~' ---
Julie Ballesteros, Deputy City Engineer--pVLVv

-y' 
Revision to Trench Resurfacing Requirements 

TO: 

FROM: 

Effective immediately, the City of San Diego Standard Drawing Number SDG-l 07, "TRENCH 
RESURFACING FOR ASPHALT CONRETE SURFACED STREETS", has been revised and 
published. This drawing is attached and ca.'1 be found on the City's website at 
http://www.sandiego.gov/engineering-cip/pdf/stddraw06/sdgl 07 .pdf. 

Where the previous standard drawing allowed the use of the Type B detail, (a concrete trench 
cap topped by a layer of Class F asphalt concrete) the revised standard drawing requires use of 
the Type A detail (full depth asphalt concrete trench cap and resurfacing) unless otherwise 
authorized by the City Engineer. 

Effective immediately, all projects currently in construction and in plan review are subject to this 
revised standard drawing. Any exceptions to this standard for projects already under construction 
are subject to approval by the assigned City Resident Engineer. 

Enclosure: Standard drawing for Trench Resurfacing for Asphalt Concrete Surfaced Streets. 
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TYPE A 

,ASPHALT 

f'o,"X JI:SI(~N 314" TYPE III CLASS 83 
A;J.EY$ '0' 
LOCAL THROUGH 4 lANE COLLCTOfiS 10.0· 
U~J:JA L'R GREAT~RS 12(,," 
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TYPE 8 

(SEE I~OT;: 4) 

TYPE A TYPE 8 
ASpt·;ALT PWS BPSE CONCF.ETE 
~. TYFE HI CLASS 83 PLU::;: CLAJS II BASE SSe).(' -3250 
.~PHALT THICKNESS TO EOUA', 5.5' 
EXlSTlNll P'.1JS 1", ~.'IN -1" TO -.. 7[j' 
C(,~ :BI:~ED ASPHAlT PLu.i Bi..5E 18' MIN. 9.0~ 

1. ANY STREET TRE"C>1 7 FEE; iN WiDTH OR GREA,oR t .N] Lor,GE~ THAN 100 FEET IN OVERALL 
LENGTH 5",ALL BE RECCINS,RU'~TED Win, TH!O .oNJEMENT SECTor, FOR THE STREET 
C~.ASSiF!CATION PE~ 5CHErXIL:: .. J" !SD'3 ~ 11::) 

2. ASPHALT TRENCh CAPS II, STREETS NOT RECEIVING A FULL WIDTH OVERLAY ffilOR TO 
ACCEPTANCE SH"LL BE MIl.LED AS S'iOWN AND RESURfACED WITH 12" riPE III 
CLASS C2 ASPHALT 1\:0 LESS T"AN 30 DAYS AFTER INIliAL ASPHALT PlACEM"NT. 

3. 560··C-325J CONCRETE TREATED WITH A MINIMUM 2% CALCIUM CHLORIDE SOLUTION IN 
ACC~R[;/\NCE WITH 201-1 OR €50- CW- 4000 (\ND CC) CONCP.ETE MAY BE OPENED TO 
TRAFF,C a DAYS AFTER IT IS PLACEi). 65CrCW-4000 CC)lCRETE TREATED IN SAME WNNER 
(\"-CC; ~:"y BE OPENED TO TH1.FFIC 24 HOURS AFTER IT IS PLACED. CUNCRETE SPECIFIED 
BY AL'EnN,\TE CLASS OR OTdERWISE CONTAINING FLY ASH IS NOT ALLOWED. 

4. USE WPiO "A" UNLESS SPECIFIED OR AUTHORIZED OTHERWISE BY THE CITY ENGINEER. 
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